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Item 
no. Part Number Material Description QTY.

1 10022249_H vinge Ø110 PVC_rB
Højre vinge 
Ø100/Ø110 
Beton/PVC

1

2 10023249_V vinge Ø110 PVC_rB
Venstre vinge 
Ø100/Ø110 
Beton/PVC

1

3 10050005_Skive PVC Ø45x5_rA Skive PVC Ø45x5 
til drejerør 1

4 10050011_Friktionsskive Ø60_rA Friktionsskive Ø60 1

5 10050015_Låseskive_rB Låseskive til lås af 
flad møtrik 1

6 10300047_Flad Møtrik_A4_M12_DIN 439-B
kontramøtrik M12 
(flad møtrik) DIN 

439
1

7 10300049_Bolte DIN 933 A4 M12x65_fræset_rA
Sekskantbolte A4 
DIN 933 M12x65 
med udfræsning

1

8 20010020_TX26_Topplade_med_lås_ Ø110-Ø200_rA
Komplet Topplade 

TX26 Ø110 til 
Ø200

1

9 20040019_Spjældsamling_Ø110_PVC_LOCK_rA Spjældsamling 
Ø110 PVC LOCK 1

10 20050001_Drejerør_rA Drejerør samlet 1
NO PART OF THIS DRAWING MAY BE
REPODUDUCED, PASSED ON TO OR MADE
USE OF BY ANY PERSON NOT AUTHORIZED
BY NORDISK INNOVATION ApS
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WEIGHT:       1209.0 g     

NI

07-10-2025

JPA

AISI 316  mm 2B
Bend table:
K-faktor = 0.36
Program NI = 

-REV   rA

2.99/20997

RAT BLOCKER TX26

Installation manual for the following models:
TX26 LOCK gates mounted with click lock
100 mm to 160 mm cleaning and inspection chambers
NOTE: Before installation, always check that the gates are positioned correctly.

IMPORTANT INFORMATION
Warning: The gates are very sharp. Therefore, always wear gloves when handling the rat blocker. 
Read the installation manual carefully before installing the rat blocker. 
The installer is responsible for ensuring that the rat blocker can be installed in the relevant 
chamber. Installation must only be carried out by a trained professional installer certified by 
Nordisk Innovation. 
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A rat blocker from Nordisk 	
Innovation features reversible gates 
and can be installed on both the inlet 
and outlet side. 
 

Important! Check that the gates are 
positioned correctly in relation to 
the desired flow direction. 
 

If the gates are facing the wrong 
direction, this will cause blockage of 

the flow, as the gates will be 	
prevented from opening. 
 

The gate system is reversed by 
sliding the pin (2) away from the gate 
system, after which the gate system 
is removed. 
 

The gate system is reinstalled in the 
same way by pushing the pin (2) 	
towards the gate system until it 
locks correctly.

Arrow (1) indicates the flow direction 
when installed on the OUTLET SIDE. 

Arrow (3) indicates the flow direction 
when installed on the INLET SIDE.

Gate orientation

Before installation, check that the 
locking system functions correctly. 
Hold the rat blocker horizontally, 
grasp the front gate (4), and move it 
back and forth several times. 
Check that the lock (5) prevents the 

front gate from opening. 
The gate on the TX26 LOCK is 	
equipped with both sharp teeth and 
a lock (5), which prevents the front 
gate (4) from opening unless the 
rear gate (6) is activated.

TX26 LOCK gate lock
100 mm to 160 mm cleaning and inspection chambers

Gate lock not activated Gate lock activated
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Rat blockers from Nordisk Innovation are 
manufactured from acid-resistant AISI 316 
stainless steel and are WRc-approved by 
Water Research Centre Ltd. and VA-	
approved by ETA-Danmark.

To prevent thread galling and cold wel-
ding, it is recommended that the threaded 
part (8) is lubricated with assembly paste 
during service and maintenance.
 
We recommend the following lubrication 
products:
•	 CRC Ceramic Paste
•	 UNICAN ASW-1400

Remove the cover and inspect and 
clean the chamber as required. 
 
The rat blocker is mounted on the 
mounting pole, lowered into the     
inspection chamber, and inserted 
into the selected inlet or outlet pipe  
until the stop on the rat blocker (7) 	
contacts the chamber wall.

Then rotate the installation tube 
(9) clockwise until the rat blocker 
is securely fastened and until the 
mechanical stop is reached. Remove 
the mounting pole and the installati-
on is ready for a flushing test. 
 
During the flushing test, use 6–7 
pieces of toilet paper and flush the 
toilet 2–3 times while visually
ensuring that the paper and            
water pass through the rat blocker 
unobstructed. 

After installation of the rat blocker, 
attach the supplied sign to the top 
of the chamber. 
 
The rat blocker must be serviced at 
least once a year. 
(See operation and maintenance 
plan on the website.)

Installation guide 

nordiskinnovation.com/en-uk
salesUK@nordiskinnovation.com 
+44 0800 130 3646

Nordisk Innovation Limited 
Celtic House, Gaerwen Industrial 
Estate, Gaerwen, UK, LL60 6HR


